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Figure 2

Figure 4

Figure 1

Figure 3

Final Fan Assembly

1. Securely attach plugs from motor to sockets on Downlight 
Socket Plate Assembly (Figure 1)

4. Securely attach Lower Glass by twisting clockwise onto 
the Downlight Socket Plate Assembly. Don’t overtighten or 
force it. (Figure 4).

5. You have now completed the assembly of your ceiling 
fan.  Restore electrical power.

3. Install two Candelabra Bulbs (included - 60 watts max) 
in each of the sockets on the Downlight Socket Plate 
Assembly. (Figure 3)

CAUTION
To avoid possible electrical shock, be sure electricity is 
turned off before installing downlight assembly.

2. Securely attach Downlight Socket Plate Assembly to the 
Adapter Plate by tightening three screws provided with the 
fan. (Figure 2)
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Trouble Shooting
▲WARNING

For your own safety TURN OFF power at fuse box or circuit breaker before trouble shooting your fan.

Trouble Probable Cause Suggested Remedy

1.  FAN  WILL  NOT  START

1.  Fuse or circuit breaker blown.

2.  Loose power line connections to the fan, or loose 
switch wire connections in the switch housing.

3.  Reversing switch in neutral position.

4.  Dead battery in remote control.

1.  Check main and branch circuit fuses or circuit 
breakers.

2.  Check line wire connections to fan and switch wire 
connections in the switch housings.
 
CAUTION: Make sure main power is turned off !

3.  Make sure reversing switch position is all the way to 
one side.

4.  Replace with fresh battery.

2.  FAN  SOUNDS  NOISY
1.  Motor noise caused by solid state variable speed 
control.

1.  Some fan motors are sensitive to signals from 
solid-state variable speed controls.  Solid-state controls 
are not recommended, choose an alternative control 
method.

3.  FAN  WOBBLES
     EXCESSIVELY

1.  Setscrew in downrod support is loose.

2.  Setscrew in downrod/hanger ball assembly is loose.

3.  Hanger bracket and/or ceiling outlet box is not  
securely fastened.

1.  Tighten both setscrews securely in downrod support. 

2.  Tighten the setscrew in the downrod/hanger ball 
assembly. 

3.  Tighten the hanger bracket screws to the outlet box, 
and secure outlet box. 

4.  NOT  ENOUGH  AIR
     MOVEMENT

1.  If possible, consider using a longer downrod.  For 
example, use a 12" downrod instead of the 6" downrod 
that comes with your fan.

Maintenance
Periodic cleaning of your new ceiling fan is the only 
maintenance that is needed.
When cleaning, use only a soft brush or lint free cloth to 
avoid scratching the fi nish.
Abrasive cleaning agents are not required and should be 
avoided to prevent damage to fi nish.

CAUTION
Do not use water when cleaning your ceiling fan. It could 
damage the motor or the finish and create the possibility 
of electrical shock. 

RECOMMENDED:  Periodically check that the fan motor unit, blades and light kit screws are tight and 
secure.

Operating Instructions - C20 Remote Control
1. Operating & Using Remote Transmitter (Figure 1):
Install 9 volt battery (If not using for long periods of time, 
remove battery to prevent damage to transmitter). Store 
the transmitter away from excess heat or humidity.

• HI Push Button – high fan speed
• MED Push Button – medium fan speed
• LOW Push Button – low fan speed
• REV Push Button – toggles airflow direction
• OFF Push Button – fan off
• Light Push Button – on/off, hold for infinite light level

Figure 1
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Before discarding packaging materials, be certain all parts have been removed

Parts List
Model #FP7900**

# traPnoitpircseD# .feR
G255PA)2( swercS redluohS htiw ylbmessA tekcarB regnaH1

2 Downrod/Hanger Ball Assembly Containing:

ADR1-6**

2a Hanger Ball Assembly

2b Downrod

2c Clevis Pin

2d Hairpin Clip

**PG165yponaC gnilieC3

1011PFMPArevoC wercS yponaCa3

**700097PArevoC gnilpuoC rotoM4

**0097AMArotoM naF5

6 Downlight Socket Plate Assembly AP790010**

06B21EPP)2( sttaw 06 ,sbluB arbalednaC7

300097PtiK thgiL ,ssalG8 OP

**100097AP e Asm. SetdalB9

N35ACERtinU revieceR01

02ClortnoC etomeR11
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Hardware Bag Containing:

HDWFP7900

“L” shaped Phillips Screwdriver

Wire Nuts (4)

Blade Mounting Hardware Bag Containing:

Screw (10)

4” Phillips Screwdriver

How To Order Parts
Contact your retail store for repair parts.
When ordering repair parts, always
give the following information.

• Part Number
• Part Description
• Fan Model Number

Insert FINISH CODES (Refer to fan model number located on downrod support)

BALKT
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The Torto™ FP7900
Exploded-View

Figure 1
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