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How to Wire Your Ceiling Fan

To avoid possible electrical shock, be sure electricity
is turned off at the m ain fu se box before hanging
(Figure 1).

WARNING

MAIN FUSE BOX

Figure 1

9V BATTERY
REMOTE
CONTROL
DETAIL

TRANSMITTER CODES
Figure 2

NOTE: If you are not sure if the outlet box is
grounded, contact a licensed electrician for advice, as
it must be grounded for safe operation.

NOTE: The hand-held remote included with this fan
has 16 different code combinations. To prevent
possible interference from or to other remote units,
simply change the combination code in your
transmitter and receiver.

1. To set the transmitter code, remove battery cover
by pressing firmly below arrow and sliding cover
off. Slide code switches to your choice of up or
down position. Factory setting is all up. Do not use
this position. With a small screwdriver or ball point
pen slide firmly up or down. Replace battery cover
on the transmitter (Figure 2).

RECEIVER
UNIT
DETAIL

CODE SWITCHES

Figure 3

2. To set the receiver unit code, slide code switches
to the same positions as set on your transmitter
(Figure 3).

3. Slide the receiver unit into the open end of the
hanger bracket (Figure 4).

4. Connect green wires from hanger bracket and
hanger ball to bare (ground) wire using wire
connector supplied. Connect black wire from
receiver unit marked “AC IN L” to black supply wire
using wire connector supplied. Connect white wire
from receiver unit marked “AC IN N” to white supply
wire using wire connector supplied. Connect white
wire from receiver unit marked “TO MOTOR N” to
white wire from fan using wire connector supplied
with receiver. Connect black wire from receiver unit
marked “TO MOTOR L” to black wire from fan
using wire connector supplied. Lastly, connect blue
wire from receiver to the blue fan light wire using
wire connector supplied. Position all connected
wires and receiver antenna to allow installation of
ceiling canopy (Figure 5).

HANGER BRACKET

RECEIVER UNIT

Figure 4

Figure 5
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How to Wire Your Ceiling Fan (continued)

Check to see that all connections are tight, including
ground, and that no bare wire is visible at the wire
connectors except for the ground wire. Do not
operate fan until the blades are in place. Noise and
motor damage could result.

WARNING

x  6WIRE
CONNECTORS

HARDWARE  USED:

5. After connections have been made, turn leads
upward and carefully push leads into the outlet box,
with the white and green leads to one side of the
box and the black leads towards the other side.
The wires should be spread apart with the
grounded conductor and the equipment-grounding
conductor on one side of the outlet box and the
ungrounded conductor on the other side of the
outlet box (Figure 6).

CANOPY

SHOULDER
SCREWS (2)

Figure 1

CANOPY COVER

Figure 2

1. Remove one of the two shoulder screws in the
hanger bracket. Loosen the second shoulder screw
without fully removing it. Assemble canopy by
rotating key slot in canopy over shoulder screw in
hanger bracket. Tighten shoulder screw. Fully
assemble and tighten second shoulder screw that
was previously removed (Figure 1).

2. Securely attach and tighten the canopy screw
cover over the shoulder screws in the hanger
bracket utilizing the keyslot twist-lock feature
(Figure 2).

How to Install Your Canopy Housing

To avoid possible fire or shock, make sure that the
electrical wires are completely inside the canopy
housing and not pinched between the housing and
the ceiling.

WARNING

BLACK

BLUE

GREEN - Ground Wire From
Hanger Bracket

BLACK-ANT

LISTED OUTLET BOX

GREEN - Ground Wire
From Hanger Ball

WHITE

Figure 6
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How to Assemble the Blades and Light Kit

x  16

x  16FIBER WASHER

3/16-24  x 8mm
WASHER HEAD
SCREWS

HARDWARE USED:

x  111/4-20 x 14mm
SCREWS

HARDWARE USED:

BLADE

3/16-24 x 8mm WASHER
HEAD SCREW AND FIBER
WASHER (3 each per blade)

BLADE HOLDER

Figure 1

MOTOR
ASSEMBLY

1/4-20 x 14mm SCREWS
(2 per assembly)

BLADE HOLDER

SUPPORT
BRACKET

HOUSING LIGHT
KIT ASSEMBLY

Figure 3

1. Position the blade over the blade holder with
threaded posts showing. Make sure the bottom
edge of the blade is fully seated against the blade
arm. With a Phillips screwdriver, tighten 3/16-24 x
8 mm washer head screws and fiber washers to
secure the blade to the blade arm (Figure 1).

2. Secure the blade holders to the motor support
using the 1/4-20 x 14mm screws through the holes
located on the bottom of the motor support (Figure 2).

NOTE: Periodically check blade holder hardware and
resecure if necessary.

3. Remove one of the three screws in the support
bracket at the bottom of the motor assembly.
Slightly loosen the remaining two screws.
Assemble the light plate assembly to the
support bracket using the two key slots in the
socket plate. Replace the third screw and securely
tighten all three screws (Figure 3).

Do not connect fan blades until the fan is completely
installed. Installing the fan with blades assembled
may result in damage to the fan blades.

CAUTION

To reduce the risk of personal injury, do not bend the
blade holders when installing, balancing the blades
or cleaning the fan. Do not insert foreign objects in
between the rotating blades.

WARNING!

SCREWS (3)

Figure 2

To reduce the risk of electric shock, disconnect the 
electrical supply circuit to the fan before installing
light kit.

CAUTION
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How to Assemble the Blades and Light Kit (continued)

LIGHT SOCKET PLATE

LIGHT SOCKET 2-PIN
CONNECTOR

Figure 4

Figure 5

LIGHT SOCKET 40-WATT 
CANDELABRA 
LIGHT BULBS (3)

Figure 6

4. Connect the 2-pin connector from the light socket
plate to 2-pin connector from motor assembly
(Figure 4).

6. Insert light bulbs into sockets (Figure 6).

FROSTED
GLASS

GLASS  SUPPORT  NUT

RUBBER  WASHER

FINIAL  NUT

Figure 7

7. Remove finial nut, glass support nut, and rubber 
washer from threaded post on light socket plate.
Postion glass onto Light Socket Plate Post and 
secure with rubber washer and glass support nut
Assemble finial nut onto threaded shaft.  
Do not over-tighten (Figure 7).

5. Remove one of the three screws in the housing
light kit assembly. Slightly loosen the remaining
two screws. Assemble the light socket plate to the
light plate assembly using the two key slots.
Replace the third screw and securely tighten all
three screws (Figure 5).

MOTOR ASSEMBLY
2-PIN CONNECTOR

SCREWS (3)

LIGHT SOCKET
PLATE

LIGHT  PLATE
ASSEMBLY
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How to Operate Your Ceiling Fan

MAIN FUSE BOX

Figure 1

1. Restore electrical power to the outlet box by turning
the electricity on at the main fuse box (Figure 1).

9V BATTERY

REMOTE
CONTROL

Figure 2

2. To make fan operational, install 9-volt battery in
hand-held remote transmitter, (if not using for long
periods of time, remove battery to prevent damage
to transmitter). Store the remote away from
excessive heat or humidly (Figure 2).

5-BUTTON
REMOTE
CONTROL

Figure 3

3. The 5-button hand-held remote transmitter includes
five buttons for high, medium and low fan speeds
as well as fan off and light on/off. Infinite light levels
are available by holding the light on/off button
(Figure 3).

Check to see that all connections are tight, including
ground, and that no bare wire is visible at the wire
connectors, except for the ground wire. Do not
operate fan until the blades are in place. Noise and
fan damage could result.

WARNING

REVERSE
SWITCH

Figure 4

4. If airflow is desired in the opposite direction, turn
the fan off and wait for the blades to stop turning.
Then slide the reverse switch on top of motor
assembly to the opposite position and turn fan on
again (Figure 4).

Reverse Switch Information
Season Rotation Direction Switch Position
Summer Counter-Clockwise Left
Winter Clockwise Right




